
EC14/15/16 - EARTH CLAMPS

EC14/EC15/EC16

OTHER ADDITIONAL INFORMATION
OTHER ADDITIONAL INFORMATION

TECHNICAL SPECIFICATION SHEET 

Description:
Earth Clamps are specially made as per BS951 
specification to connect pipes to conductor 
for earthing purpose. These Earth Clamps are 
made in three different variants to suit the 
different applications. These three variants 
are available in three different lenghts to suit 
different pipe diameters.

All components constructed from 
Stainless steel (Aluminium label)

EC14 - For Non-Corrosive & Dry Atmosphere
Code Pipe Diameter Terminal Size Length Material Colour
EC14 12-32mm 2.5-10 Sqmm 133mm Stainless Steel Red

EC14-2 32-50mm 2.5-10 Sqmm 193mm Stainless Steel Red

EC14-3 50-75mm 2.5-10 Sqmm 263mm Stainless Steel Red

EC15 - For Corrosive & Humid Atmosphere
Code Pipe Diameter Terminal Size Length Material Colour
EC15 12-32mm 2.5-10 Sqmm 133mm Stainless Steel Blue

EC15-2 32-50mm 2.5-10 Sqmm 193mm Stainless Steel Blue

EC15-3 50-75mm 2.5-10 Sqmm 263mm Stainless Steel Blue

EC16 - For Corrosive & Humid Atmosphere
Code Pipe Diameter Terminal Size Length Material Colour
EC16 12-32mm 2.5-16 Sqmm 133mm Stainless Steel Green

EC16-2 32-50mm 2.5-16 Sqmm 193mm Stainless Steel Green

EC16-3 50-75mm 2.5-16 Sqmm 263mm Stainless Steel Green



PHONE: +44 (0)1384 824 100 FAX: +44 (0)1384 825 077
FIXINGS, FASTENERS & ACCESSORIES FOR THE ELECTRICAL WHOLESALER

EMAIL: Sales@Deligo.co.uk PHONE: +44 (0)1384 824 100 FAX: +44 (0)1384 825 077

Deligo Ltd. 2023 - This document is provided to the public for information purposes only and is subjected to change without notice. Deligo Ltd make no promise of the document keeping the information contained within.

EC14 - For Non-Corrosive & Dry Atmosphere
Code A B C D E
EC14 133 15 40 16 19

EC14-2 193 15 40 16 19

EC14-3 263 15 40 16 19

EC15 - For Corrosive & Humid Atmosphere
Code A B C D E
EC15 133 15 40 16 19

EC15-2 193 15 40 16 19

EC15-3 263 15 40 16 19

EC16 - For Corrosive & Humid Atmosphere
Code A B C D E
EC16 133 15 40 16 24

EC16-2 193 15 40 16 24

EC16-3 263 15 40 16 24


